





























Color Temperatures
I 1800k
2100K
2700K
3000K
3500K
L_| 4000K

Input Power

24VDC

Lumen Output

up to 180 LM/FT
Max Run Length
45FT

Power Consumption
2.2 Watts/FT

CRI

94+

Dimming

0-10V, MLV, ELV, Incandescent,
and CFL/LED

Environment
IP54 Indoor, Damp

Color Temperatures
I 1800k
2100K
2700K
3000K
3500K
L_| 4000K

Input Power

24VDC

Lumen Output

up to 335 LM/FT
Max Run Length
23FT

Power Consumption
4.2 Watts/FT

CRI

94+

Dimming

0-10V, MLV, ELV, Incandescent,
and CFL/LED

Environment
IP54 Indoor, Damp

FEATURES

Zeus Connector compatible, allowing for the rst ever
coated, cuttable, and reconnectable LED tape light

Premium LEDs that last longer and offer greater ef ciency

Ultra-Thin NanoSKN Coating that keeps the LED tape light
protected in indoor, damp environments (available on

NanoSKN tape light only)

Compatible with all Inspire Channel

Color Temperatures

™ rcB

Input Power
24VDC

Lumen Output

up to 180 LM/FT
Max Run Length
22FT

Power Consumption
4.4 Watts/FT
Dimming & Control
via RGB Controller
Environment

IP54 Indoor, Damp

Color Temperatures

™ rce

Input Power
24VDC

Lumen Output
up to 180 LM/FT

Max Run Length
22FT

Power Consumption
4.4 Watts/FT

Dimming & Control
via RGB Controller

Environment

IP20 Indoor, Dry (tape light only)
IP54 Indoor, Damp (with Inspire
Channel)

Product: Inspire 2100K LED Tape Light

Project: Serpico Restaurant, Philidelphia
Photo: Levia Lew

Version
V4

Series  Color Temp.

NSKN 18
1

2

27
30
35
40

(1800K)
2100K)
2700K)
)
)
)

» Example Part #: V4-NSKN-30-SB-BLK-CUSTOM

Brightness
B (Bright)
SB (Super Bright)

Product Color
BLK (Black)

Roll Length
Order a Bulk Roll:
16 (16FT)

50 (50FT)

100 (10OFT)
Order by the Foot:
CUSTOM

Version
V4

SEES
NSKN
NUDE

» Example Part #: V4-NUDE-RGB-BLK-50

Color Temp.
RGB

Product Color
BLK (Black)

Roll Length
Order a Bulk Roll:
16 (16FT)

50 (50FT)

100 (LOOFT)
Order by the Foot:
CUSTOM






























